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20 20 ABOVE GROUND VINYL LINER SELECTION

Featuring[ULTREEAMg] TECHNOLOGY

Patent Pending
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Blue Mount Great Lakes Saint-Paul Street Travertine Blue Slate

Royal Atlantic Stone  Midnight Stone Hex Streamstone Boulder Bay Ocean Wave
Streamstone Streamstone

BEADED

" ALSOAVAILABLEIN [ ‘ ‘
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\ Streamstone
Blue Denali Brighton Titan Ridge Stonebraid Solona
Blue Mosaic Prism Grey Mosaic Prism Blue Marble

All vinyl liner graphics are for illustration purposes only. It is recommended by the manufacturer to view an actual vinyl sample before
ordering your liner. Color may vary from printed brochure. The manufacturer reserves the right to change liner selections without notice.
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POOL PRODUCTS

@LATHAM INTEGRITY

All Integrity beaded liners are available in the following beads:
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EZ BEAD

ONE BEAD = TWO APPLICATIONS
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EZ Bead is easy to use, no folding, unfolding or zipping off.

Figu;e 2

L

Utilize the EZ Bead like a J Bead, and hang it directly When your pool has a standard bead track, use the EZ Bead to
over the pool wall. (Fig 1) No bead receiver needed. slip right into the channel at the top of the pool wall. (Fig 2)

Our EZ Bead style of beading is two beads in one, it can be used as a J-Bead and hang over
the pool wall, or as a Standard Bead and slide into the bead receiver on the top of the pool.

There is no need to modify the EZ-Bead when using either of these two methods, because it
will never be necessary to fold or zip off like other brands may require.
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